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Подключение и настройка  D-Link ADSL DSL-2500U BRU D
1. Подключение ADSL DSL-2500U BRU D.

Схема подключения представлена на рисунке:
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1.1. Подключить разъем LINE на сплиттере к телефонной розетке телефонным кабелем. 
Если в вашей квартире установлены телефонные розетки старого образца (пяти​штырьковые), то необходимо будет приобрести переходник на евроразъем (RJ11).

1.2. Подключить телефонный аппарат к разъему PHONE 
на сплиттере.

1.3. Соединить разъем модема с надписью ADSL с разъемом сплиттера с надписью MODEM. 

1.4. Соединить порт Eternet на модеме с портом сетевой карты на компьютере, при помощи кабеля из комплекта поставки.

1.5. Включить модем, нажав кнопку ON/OFF.

2. Настройка вашей сети.
Необходимо настроить свойства протокола TCP/IP

Для этого зайти в Сетевое окружение-> Подключение по локальной сети->Протокол интернета (TCP/IP)-> нажать кнопку Свойства
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Установить:

- Использовать следующий IP-адрес

IP-адрес: 192.168.1.2

Маска подсети: 255.255.255.0

Основной шлюз: 192.168.1.1

- Использовать следующие адреса DNS-серверов.

Предпочитаемый сервер: 94.199.64.156

Альтернативный сервер: 94.199.64.152
Нажмите кнопку ОК.
3. Настройка ADSL соединения

Для настройки ADSL – соединения необходимо войти на встроенный WEB сайт  маршрутизатора ADSL, который находится по адресу 192.168.1.1 

Для входа ввести в поле Login Name: admin, в поле Password: admin (заводские настройки).
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После нажатия кнопки OK, затем 

 Нажать кнопку Wizard. 
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Device Info Quick Setup

Quick Setup

R “This Quick Setup will guide you through the steps necessary to configure your DSL Router,
Diagnostics ATM PVC Configuration

Management

Select the check box below to enable DSL Auta-connect process,
O DS Auto-connect

‘The Port Identifier (PORT) Virtual Path Identifier (VPI) and Virtual Channel dentifisr (VCT) are nieeded for setting up the ATM PVC. Do not change P and VCI numbers riess your ISP
instructs you atherwise,

PoRT:[03] [0

ver [02ss] [0

vCE: [32.65535] [33

Enable Quality Of Service

Enabling QoS for a PYC improves performance for selected dasses of applications. However, since QU alsa consumes syster resources, the number of PYCs wil be reduced
consequently. Use Advanced Setup/Quality of Service to assign priortiss for the applcations

Enable Quality Of Service [





Настроить параметры:
-VPI: 0

-VCI: 33

Нажать кнопку Next.
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Выбрать:
-PPP over Ethernet (PPPoE) 
- Encapsulation Mode (LLC/SNAP BRIDGING)

Нажимаем кнопку Next.
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PPP Username and Password

PPP usualy recires that yau have a user name and password ta estabish your connection. In the baxes below, enter the user name and passward that your ISP has provided ta you,

PPP Username: juser
PPP Password:

PPPOE Service Name:

Becnnaran noura Hotmal

| B3 repexon
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Authentication Method: | AUTO

Enable NAT

Enable Frewal

@ Obtsin default gateway automaticaly
O Use the folowing defauit gateway:

) Use IP Address:

) Use WaAN Interface: |pppoe_0_0_33 _1/ppp_00_331 ¥

O PP IP extension

(] advanced DMZ
Non DMZ IP adiess:
o DMZ et Mask

O Dial on demand (with idle timeout timer)

O use Static IP Address

O Retry PPP password on athentication error

[ Enable PPP Debug Mode

Bridge PPPOE Frames Between WaN and Lacal Ports (Default Enabled)





- PPP Username: Ваше имя пользователя
- PPP Password: Ваш пароль
все остальное – по умолчанию.
Нажать кнопку Next.
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Enable IGMP Multicast, and WAN Service

Enable IGMP Multicast [

Enable WaN Service

Service Name [pppoe_00_33_1

PPPOE Link Setting
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Все параметры по умолчанию. 
Нажать кнопку Next.
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Device Setup

Configure the DSL Router 1P Address and Subniet Mask for LAN interface.

Ip Address: 192.168.1.1

Subnet Mask: [255.255.255.0

O Disable DHCP Server
® Ensble DHCP Server

Start I Addfess:  [192.168.1.2

End [P Address:  [102.168.1.25¢

Subnet Mask: [255.255.255.0

Leased Time (hour)24

Oconfigure the second I Address and Subnet Mask for LAN interface
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Все параметры по умолчанию. 
Нажать кнопку Next.
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WAN Setup - Summary

Hake sure that the settings below match the settings provided by your ISP,

PORT / VPI/ VCL: [0/0/33
Connection Type: |PPPoE
Service Name: |pppoe_0.0_33_1

Service Category:

UER

1P Address: Automatically Assigned
Service State: | Enabled

NAT: Enabledd

Firewall: Enabledd

IGMP Multicast: | Disabled!

Quality Of Service: | Disablert

M 1492
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Click "Save/Reboot” to save thess settings and reboot router. Click "Back” to make any modiications,
NOTE: The configuration process takes about 1 minute to complete and your DL Router wil reboot.

Save/Reboot
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Проверить введенные параметры. 
Нажать кнопку Save/Reboot.
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Device Info DSL Router Reboot
Quick Setup

R ‘The DSL Router has been configured and is rebooting,

Diagnostics Clase the DSL Router Configuration window and wait for 2 minuites before reopening your web browser, 1f necessary, reconfigure your PC's 1P address to match your new configuration,
Management

Recommend: 800<600 pixels High Bits




После перезагрузки новые параметры вступают в силу и происходит присоединение к сети Internet.
Примечание:

После перезагрузки необходимо дождаться, когда модем войдет в рабочий режим (приблизительно 1 минута).

Выход в рабочий режим можно определить по индикации лампочек: 

power –зеленый цвет (горит постоянно)

status –зеленый цвет (периодически моргает)

DSL –зеленый цвет (горит постоянно)
LAN –зеленый цвет (горит постоянно, либо часто моргает)

Internet –зеленый цвет (горит постоянно)

